
The object of the surface preparation is to achieve a
clean sound surface with a good mechanical key. All
substrates should be cleaned and free of dust, plaster,
oil, paint, grease, corrosion deposits, and any other
deleterious substances. Laitance should be removed
by mechanical means. Smooth substrates must be
mechanically roughened e.g., by scabbling, needle
gun or grit blasting to provide an adequate key.

Corroded reinforcing steel should be exposed around
its full circumference and cleaned to remove all loose
scale and corrosion deposits. It is always preferably to
clean the steel to a bright condition. Use of emery
cloth, grit or sand blasting is recommended.

~55%

Product Data

Technical Data

Appearance

Silicone content
ASTM D 2369

Clear to hazy, Colorless

>50 %

Solid content

Density at 25°C, at 1013
hPa

~1.4 g/cm3

pH-Value at 20°C pH-Value at 20°C 

Water repellency
ASTM C 1505

>120° water contact angle

Water repellency after
3 months
ASTM C 1505

>110° water contact angle

Permeability to water
vapor
ASTM E 96 (method A,
dry cup) 

>30 perms

Description

Standard Compliance

Seal 50 is a silicone-based waterproof sealer that
offers super hydrophobic surfaces (Lotus leaf effect) to
clay tiles, Concrete, gypsum board, and more. Its
advanced formula reacts with atmospheric carbon
dioxide (CO2) to create a highly effective water-
resistant barrier. Seal 50 mainly used as a water-
repellent and protective coating for concrete, masonry,
and stone surfaces. It helps to reduce water
absorption, prevent moisture damage, and enhance
the durability of the materials.

Complies with Standards ASTM C 1505, ASTM D
2369, ASTM E 96.

Where to Use
1.) Clay tiles, Roof Tiles, flower pots, etc., 2.) Aerated
Concrete surfaces. 3.) Gypsum boards 4.) For vertical
wall waterproofing to water splash areas. 5.)
Waterproofing against raising ground damp surfaces.

Advantages
Water-repellent properties: The solution makes the
treated surfaces resistant to water penetration,
preventing damage due to moisture.
Environmentally-friendly:  Seal 50  reacts with
atmospheric carbon dioxide to develop its water-
repellent properties, making it an eco-friendly option.
Compatibility: Seal 50 is compatible with a range of
mineral construction materials, including concrete,
brick, and stone.
Long-lasting: The water-repellent effect provided
by Seal 50 can last for several years, ensuring long-
term protection of treated surfaces.
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Application 
Apply with a brush or roller or spray onto horizontal or
vertical surfaces, or with a low-pressure sprayer. Apply
two coats in opposite directions, after the first coat let it
dry for 1 to 2hours and then proceed with second coat.
Leave the second coat to dry for at least 4 to 5 hours.
After complete cure you can observe a super
hydrophobic film on the surface which is also called as
lotus leaf effect.

Water-Repellent Sealer for Masonry Surfaces
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Important Considerations for SWADI Seal 50
Application 
• Ensure the surface is clean, dry, and free of
contaminants like grease and dust. • Avoid application
during rain or on wet surfaces to ensure proper
penetration. • Apply only when ambient temperatures
are between 5°C and 35°C. • Use appropriate
equipment (low-pressure spray, roller, or brush) for
even application. • Protect surrounding areas from
overspray or spills to prevent staining. • Allow at least
24 hours of curing before exposure to water or traffic. •
Test on a small area to ensure compatibility and
desired appearance.

Packaging

Condition of Sale

Seal 50 is available in 1 kg & 5 Kg.

Sold subject to the company’s condition of sale which
are available on request.

Storage and Handling Guidelines 
The product should be stored in accordance with
national regulations. It is essential to keep it in a cool,
well-ventilated area, away from heat, direct sunlight,
sparks,  and  children.  Please  note  that  the  product
contains flammable solvents, so handle it with care.
To ensure proper curing, mix the resin and hardener
according to the specified ratio. Once mixed, use the
solution within its pot life to avoid premature
hardening.  

Environmental, Health, and Safety Information 
For comprehensive information regarding the safe
transportation, handling, storage, and disposal of this
chemical product, please refer to the accompanying
Safety Data Sheet (SDS). The SDS contains detailed
information about physical properties, environmental
impacts, toxicological hazards, and other safety-
related factors. It is crucial to read the current SDS
before using any product. 

Disclaimer 

Contact Information

The information provided in this datasheet is based on
our extensive experience and is given in good faith to
assist you. However, we reserve the right to update
this information at any time without prior notice due to
our ongoing research and development efforts. While
we guarantee the consistent quality of our products,
we cannot be held responsible for any losses or
damages that may arise from their use if site
conditions or the execution of work are not properly
managed. This data sheet becomes invalid upon the
publication of a new edition, and please contact us for
the latest version. Please note that we do not provide
any warranties regarding the results of our products in
specific applications, as the storage, handling, and
application of materials are factors beyond our control. 

SWADI MINERALS AND CHEMICALS
an ISO 9001:2015 & ISO 14001:2015 certified company 
Sy.no 70/1, Vishwaneedam post, Gollarahatti 
Magadi main road, Bengaluru – 560091 
Tel: +91 8884492928  
Email: enquiry@swadigroup.co.in
Website: swadigroup.co.in
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For immediate orders or enquires, contact our 24/7
support team at +91 8792919513 or
enquiry@swadigroup.co.in. For additional support
options and resources, please visit our website at
swadigroup.co.in

Cleaning
Tools and equipment should be washed with water
immediately after use.

Shelf Life
Seal 50 has a shelf life of 12 months if kept in a dry
store in unopened condition.

Seal 50 


